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IMPORTANT SAFETY WARNINGS

Appliances’ data
The label with the technical characteristics, in addition to being 
printed on the cover, is applied to the door frame of the oven and 
is visible when the door is open.

WARNING! These warnings apply to different types of 
appliances. Be sure to correctly identify the type you own (see 
the technical label). These warnings are valid for the countries 
listed on the label.

1.	 Before using the appliance, carefully read the instruction 
manual, which contains, among other things, very important 
information regarding safety during installation, use, and 
maintenance. Keep the instruction manual safe for future 
reference and for identifying the serial number.

2.	 The electrical safety of this appliance is guaranteed only if the 
correct grounding connection is made as required by current 
regulations. It is essential to ensure that these regulations 
have been followed; if in doubt, contact a qualified person 
to thoroughly check the electrical system. The manufacturer 
assumes no responsibility for damage caused by a faulty 
grounding system.

3.	 Before connecting the appliance, ensure that the technical 
characteristics on the label match those of the electrical 
system. Installation/adjustment must be carried out by 
qualified personnel.

4.	 Ensure that there is enough air circulation around the 
appliance. This appliance is not connected to a combustion 
product evacuation system, so special attention must be 
paid to the ventilation of the room, in accordance with the 
applicable installation standards.

5.	 Using a gas cooking appliance generates heat and humidity 
in the room where it is installed. Ensure proper ventilation 
in the kitchen: keep natural ventilation openings open or 
install a mechanical ventilation device (such as an extractor 
hood). Intense and prolonged use of the appliance may 
require additional ventilation, such as opening a window or 
increasing the power of the mechanical extractor if available.

6.	 The power cord does not come with a plug. For connections, 
see the “Electrical Connection” section. It is recommended 
not to use adapters, multiple outlets, or extensions.

7.	 For direct connection to the network, a device must be 
provided that ensures disconnection from the network, with 
contact opening distances allowing complete disconnection 
under overvoltage category III conditions, in compliance with 
installation rules.

8.	 The appliance should not be installed on a pedestal.

9.	 When the appliance is unused for an extended period, 
disconnect the power supply, turn off the main switch, and 
close the gas supply.

10.	 Do not obstruct the air vents or heat dissipation openings.

11.	 If the power cord is damaged, it must be replaced by the 
manufacturer, its authorized service center, or by a qualified 
person with similar qualifications, in order to prevent any 
risks.

12.	 The damaged power cable of the appliance must only 
be replaced by an authorized service provider from the 
manufacturer.

13.	 The appliance should only be used for its intended purpose 
(cooking). Any other use (e.g., heating a room) is improper 
and thus dangerous. The manufacturer disclaims any 
responsibility for damages caused by such improper uses.

14.	 The appliance is not intended to be operated via an external 
timer or a separate remote control system.

15.	 Using any electrical appliance requires adherence to some 
basic rules:

	- Never touch the appliance with wet or damp hands or feet.
	- Never use the appliance barefoot.
	- Avoid using extension cords and, if necessary, take all 

possible precautions.
	- Never pull the power cord to unplug it.
	- Do not expose the appliance to weather conditions (rain, 

sun, etc.).
	- Attention: Accessible parts may become very hot during 

use. Keep children under 8 years old away from the 
appliance unless constantly supervised. This appliance 
can be used by children aged 8 and older and by people 
with reduced physical, sensory, or mental capabilities or 
lack of experience and knowledge, provided they are under 
adequate supervision or have been instructed on the 
safe use of the appliance and understand the associated 
dangers. Children must not play with the appliance. 
Cleaning and maintenance must not be carried out by 
children without supervision.

16.	 Warning: Some accessible parts of the facade, grill, and 
griddle may become very hot during use, keep children away.

17.	 During use, the appliance heats up considerably. Never touch 
the internal elements of the oven.

18.	 Before cleaning the appliance or performing maintenance, 
disconnect the appliance by unplugging it or turning off the 
electricity via the appropriate switch.

19.	 In case of malfunction or poor performance, turn off the 
appliance, close the gas valve, and do not attempt any repairs. 
Repairs must be carried out exclusively by an authorized 
service center. Always insist on using original replacement 
parts. Failure to follow these instructions may compromise 
the appliance’s safety.

20.	 Do not place unstable or deformed pots on the burners or 
electric plates as they may accidentally tip over.

21.	 Ensure that when the appliance is not in use, the knobs are 
exactly in the  “  ”/“  ” position.

22.	 Some parts of the appliance, especially the electric hotplates, 
remain hot for a long time after use. Be careful not to touch 
them.

23.	 Do not use flammable liquids (alcohol, gasoline, etc.) near the 
appliance when it is in operation.

24.	 If small appliances are used near the cooking surface, be 
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careful to avoid the electrical cord touching the hot parts of 
the appliance.

25.	 Gas appliances must be installed in well-ventilated rooms. 
Therefore, ensure that the installation complies with the 
instructions in the “Installation” section.

26.	 The materials used to construct this appliance 
are environmentally friendly and recyclable. 
Packaging waste should not be left within 
reach of children but should be disposed of 
using appropriate recycling channels. For the 
disposal of your appliance, use the disposal 
options provided by your retailer and/or local 
municipality; remember to make the appliance 
unusable before disposal.

27.	 In case the rotation of the gas taps is stiff or faulty, do not 
attempt any operation on the tap. Close the gas supply and 
contact the authorized service center.

28.	 Do not use steam cleaners for the internal cleaning of the 
oven.

29.	 Do not use abrasive cleaners or sharp metal tools to clean the 
oven door glass, as they may damage the surface and cause 
it to break.

30.	 Do not modify or alter the appliance.

31.	 To prevent overheating, do not install the appliance behind 
decorative doors.

32.	 Use only the recommended meat thermometer for this oven.

33.	 Warning: Leaving the appliance unattended with objects, 
fats, and oils can be dangerous and may cause a fire.

34.	 The appliance must be used by responsible personnel.

35.	 Warning: The use of inappropriate or non-compliant 
protections may cause fires and/or damage.

36.	 Warning: Automatic cooking with fats or oils may be 
dangerous and can cause fires.

37.	 Warning: Fire hazard: Do not store objects on the cooking 
surfaces.

38.	 Warning: In case of fire, never attempt to extinguish a flame/
fire with water. Instead, turn off the appliance and cover the 
flame with a lid or a fireproof blanket.

39.	 Warning: Metal objects such as knives, forks, spoons, or lids 
should not be placed on top of the appliance as they may 
heat up.

40.	 Warning: Do not use the gas burners if the flame is unstable.

41.	 Ensure that the flame spreader crowns are correctly 
positioned in their seats with their respective caps.

42.	 Do not leave the appliance unattended during cooking 
processes that may release fats or oils.

43.	 Do not touch the heating elements of the appliance when in 
operation. Allow them to cool before attempting any cleaning.

44.	 Cooking food in plastic or aluminum containers on hot 

cooking zones is prohibited, as is placing plastic or aluminum 
foil objects on the cooking surface.

45.	 Do not apply aluminum foil sheets to cover the burners or 
cooking surface.

46.	 Do not use the appliance surface as a worktop; sharp objects 
may scratch it.

47.	 Cookware or grills must be placed within the perimeter of the 
cooking zone.

48.	 Warning: Do not use frying pans, pots, grills, or grilling 
stones that exceed the maximum size indicated for each 
individual burner; they should not cover multiple burners 
simultaneously. Heat accumulation could damage the 
appliance.

49.	 In the case of spillage or overflow, remove the excess liquid 
from the cooking surface.

50.	 Do not place empty pots on the cooking zones.

51.	 The cooking zones must not operate without cookware.

52.	 The oven door hinges can be damaged if too much weight 
is placed on them. Do not put heavy items on the open oven 
door, and avoid leaning on it while cleaning the inside of the 
oven. Never stand on the open oven door, and do not let 
children sit on it.

53.	 Do not place racks, baking trays, or any other accessories 
directly on the bottom of the oven. Improper use may 
compromise heat distribution, adversely affect cooking 
performance, and damage the appliance. Use accessories 
only in their designated positions and in accordance with 
the manufacturer’s instructions.

First use of the oven

	- When using the oven for the first time, operate it empty 
for approximately 1 hour at 230°C, leaving the kitchen 
windows open if possible. The oven may emit unpleasant 
odors due to production residues such as fats, oils, or 
resins. Once the oven has cooled, clean it following the 
instructions in the “Cleaning and Care of the Oven” 
section.

	- After the indicated time has passed, the oven is ready for 
the first cooking use.

	- Do not cover the inside of the oven with aluminum foil to 
ease cleaning. This will affect the appliance’s performance 
and may damage the enamel.

	- All accessories that come into direct contact with 
food should be thoroughly cleaned before use using 
appropriate cleaning products.

	- The appliance must be installed by authorized personnel. 
The installer is not responsible for any damage caused by 
errors in electrical connection.
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Models with induction hob 

Precautions before use

	- The appliance must only be used for cooking food and not 
for any other domestic or industrial purposes.

	- Remove any stickers from the glass of the hob.
	- Do not modify or alter the appliance.
	- Do not use the hob as a work surface.
	- The appliance must be connected and installed in 

accordance with local regulations.
	- Do not use extension cords for the connection.
	- The appliance cannot be used with cookware that is not 

suitable for induction cooking.
	- This appliance can be used by children aged 8 and above, 

and by persons with reduced physical, sensory, or mental 
capabilities, or by those without experience or knowledge, 
provided they are under adequate supervision or have 
been instructed in the safe use of the appliance and are 
aware of the associated dangers.

	- Warning: This appliance and its accessible parts become 
very hot during use. Keep children under 8 years old away 
unless they are continuously supervised. 

Use of the appliance

	- After use, turn off the cooking zone using its control device 
and do not rely on the pan detection system.

	- Warning: Leaving the appliance unattended with objects, 
fats, and oils can be dangerous and may cause a fire.

	- Warning: In case of fire, never attempt to extinguish a 
flame/fire with water. Instead, turn off the appliance and 
cover the flame, for example, with a lid or a fireproof 
blanket.

	- Cleaning and maintenance operations should not be 
carried out by children without supervision.

	- Ensure that the power cable does not come into contact 
with the glass or the pot.

	- Magnetic objects such as credit cards, floppy disks, 
calculators should not be placed near the appliance while 
in use.

	- Do not use any metallic objects except cookware suitable 
for induction.

	- Do not cover the cooking zone with flammable materials.
	- The appliance must be used by responsible personnel.
	- Metal objects such as knives, spoons, forks, or lids should 

not be placed on the hob surface as they may heat up.
	- If the surface is cracked, turn off the appliance to prevent 

the risk of electric shock.
	- Warning: The appliance is not designed to operate with an 

external timer or remote control system.
	- Warning: Do not use steam cleaners to clean the hob.

Precautions to avoid damaging the appliance

	- Inappropriate cookware may damage the surface of the 
hob.

	- Do not use abrasive materials for cleaning.
	- Avoid dropping heavy objects on the hob surface.
	- Place pots gently on the hob.
	- Ensure that the ventilation of the appliance complies with 

the instruction manual.
	- Do not place empty pots on the hob.
	- Sugar, synthetic materials, or aluminum materials should 

not come into contact with the cooking zones.
	- Avoid placing hot containers on the display.

In case of malfunction

	- In the event of a malfunction, turn off and disconnect the 
appliance.

	- If the glass has cracks or breaks, disconnect the appliance 
and contact the authorized service center.

	- Any repairs should be performed by authorized personnel.

Precautions

	- Ensure that the pot is placed in the center of the cooking 
zone. Ideally, the bottom of the pot should cover the entire 
cooking zone.

	- The magnetic field generated by the induction hob 
may affect the proper functioning of pacemakers. It 
is recommended to seek detailed information from a 
healthcare professional.

	- Avoid contact with the cooking zones of synthetic 
materials or aluminum.

To keep the appliance efficient and safe, maintenance should 
be entrusted to specialized technicians or authorized service 
personnel. Choose cookware with lids based on the amount of 
food to be cooked.
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INSTRUCTIONS FOR USE
Gas hob

Use of the griddle
If you wish to use a griddle, please keep the following precautions in mind:

	- The griddle can be preheated at the maximum burner power for no more than 10 minutes.
	- It is recommended to set the cooking power to a lower setting for food preparation.
	- Ensure that the flames from the burner do not extend beyond the edge of the griddle.
	- Maintain a minimum distance of 150 mm from the side wall to the edge of the griddle.
	- Do not place the griddle on multiple burners simultaneously.

Correct position Incorrect position Incorrect position

Ignition of the burners
The indicator below the knobs helps identify the corresponding 
burner. Press the knob and turn it counterclockwise, preferably 

to the ignition position  .. At this point, the spark will ignite 
the burner; keep the knob pressed for approximately 5 seconds 
to ensure that the flame remains lit after release (if ignition fails, 
repeat the procedure).

Symbols Function Knob

Indice

Chiuso

Massimo

Minimo

Cookware to use according to burner size

Burners ID Diametro fondo pentola Ø (cm)

Small AUX 8 ÷ 16

Medium SR 10 ÷ 20

Large R 20 ÷ 24

Ring DCC 22 ÷ 28

Burner Placement

 Always check that the burners are correctly positioned, ensuring a uniform and quiet flame.

Burner Right Wrong

Auxiliary  (Small)

Semi-Rapid 
(Medium)

Rapid (Large)

Ring 
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INSTRUCTIONS FOR USE
Induction hob

Induction cooking
Under each cooking zone, there is a coil that generates a variable 
electromagnetic field when a pot is placed on it, producing 
inductive power on a ferromagnetic material located at the 
bottom of the pot. The result is that the bottom of the pot heats 
up. The material that makes up the pot is crucial:

	- Suitable pots are those with a ferromagnetic base (this 
can be checked with a magnet).

	- The following types of pots should not be used: copper, 
stainless steel, aluminum, glass, wood, ceramic.

Ferromagnetic material 
pot

Inductive currents

Electromagnetic coil

Recommended pots and zones

The heat zones are clearly indicated by the circular areas. 
When one or more cooking zones are used, the remaining 
surface stays cool. Each cooking zone is designed to work with 
induction-compatible pots, with a diameter slightly smaller 
than the diameter of the selected cooking zone. The bottom 
of the pot should be thick and flat. Its diameter should closely 
match the cooking ring’s diameter. Both the cooking surface 
and the bottom of the pot should be kept clean.

	- Do not wet or overheat the plates.

	- Avoid thermal shocks to the glass-ceramic top. For 
example, do not pour cold water onto the hot surface.

	- Avoid extending the handles of pots as they may be 
accidentally knocked over.

	- It is preferable not to cook on the glass-ceramic surface 
with pots that have been used on gas burners. The flame 
deforms the bottom of the pot.

Pots

Suitable Materials: Stainless steel, enameled steel, cast iron, 
ferromagnetic steel, aluminum with a ferromagnetic base.
Unsuitable Materials: Aluminum and steel without a 
ferromagnetic base, copper, ceramic, porcelain, glass, brass.
To check the compatibility of the pot, place it with a small amount 
of water on the cooking zone. Set the zone to level “9”, and the 
water should boil in a few seconds.
Try using a magnet on the bottom of the pot.
Certain pots may generate “noise” during cooking. This 
phenomenon does not come from the induction hob and does 
not affect cooking performance.

Pot dimensions

The cooking zones automatically adjust to the diameter of the 
pots. However, the bottom of these pots must meet a certain 
minimum diameter for proper operation. To achieve maximum 
efficiency, place the pot at the center of the cooking zone.

Ventilation

La ventilazione del piano è completamente automatica. La 
vThe ventilation of the hob is fully automatic. The cooling fan 
for the electronics under the hob runs at low speed until the 
temperature of the electronics increases. When the hob is used 
for a longer time, the fan speed increases. Once the electronics 
are cool, the cooling fan will stop automatically.
After use, the glass-ceramic hob retains heat for an extended 
period. Do not leave children near the hob, and do not touch the 
surface with your hands. The residual heat indicator will remain 
on until the hob cools down.
In case the glass-ceramic hob develops cracks, immediately 
disconnect the appliance from the power supply and contact an 
authorized technical service center.
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Induction hob

Use of induction hob

Mod. PFBI095 - FBI0915 - FDBI095 - FDBI105

E E

F E1
G

Zone Diameter (mm) Power (watt) Booster (watt)

E ø 160 1100W 1400W

E1 ø 160 1400W 2000W

F ø 200 2300W 3000W

G ø 250 2300W 3000W

First power-on 

Clean the surface of the hob with a damp cloth.

Knob

The knob has no markings, and the power level will be visible 
on the display.

Display

Each cooking zone is associated with its own display

	- Set power level: (1-9)
	- Food heating 42°: (U)
	- Booster: (P)
	- Heat-up: (A)
	- Residual heat: (H)
	- Pot missing or unsuitable: (U)
	- External error: (E)
	- Fault: (F)
	- Permanent knob rotation: (  )

Turning on a cooking zone

Turn the corresponding knob clockwise. The set power level 
(from 1 to 9) will appear on the hob display.

Turning off a cooking zone

A cooking zone is turned off by rotating the corresponding knob 
counterclockwise. The display will show [0] for 15 seconds, 
after which it will disappear from the display or change to the 
[H] symbol if the cooking zone is still hot.

Automatic shutoff

The appliance automatically turns off when overheating 
conditions or power errors occur.

Pan detection

Each cooking zone is designed to work with specific induction-
compatible cookware with a diameter just smaller than that of 
the selected cooking zone. If the pan is unsuitable, the display 
for that zone will show the “pot missing” symbol [U], and the 
appliance will not operate. This prevents the hob from turning 
on until a suitable pot is placed on the cooking zone or until an 
induction-compatible pan is used. If the pot is removed during 
operation, the zone will turn off. The pan detection lasts for 10 
minutes; if no suitable pot is used on the cooking zone during 
this time, the zone will turn off. The zone display changes from 
the [U] symbol to the [ - ] symbol.

BOOSTER Function

The Booster function is used to provide additional power to 
a specific cooking zone in order to reduce the cooking time. 
This function is activated by rotating the knob clockwise from 
the 0 position (off) to the end stop . After a brief audible signal, 
the display will show [P], indicating that the Booster function is 
activated. The Booster function lasts a maximum of 10 minutes. 
After this time, the zone will automatically return to power level 
[9]. The Booster function ends before the time limit when:
- A lower power level is set.
- The pan is removed.
- An overheating condition occurs in the appliance or the 
cooking zone.
The Booster function takes priority over the Heat-up function.

HEAT-UP Function

The Heat-up function, or fast heating, is available on every 
cooking zone. This means that for a defined period, the cooking 
zone operates at maximum power, and once the time expires, 
the power is automatically reduced to the set level. The duration 
of this function depends on the set power level. The Heat-up 
function is activated by rotating the knob counterclockwise for 
2 seconds, from the 0 position, to the end stop. After a brief 
audible signal, the display for the corresponding zone will 
show [A]. After activation, a power level must be set within 10 
seconds to continue cooking; if this does not happen, the Heat-
up function will be interrupted.

KEEP WARM 42° Functions 

Rotate knob clockwise. Between the off position (0) and the 
power position (1), there is the position (u), which activates the 
function to keep food warm inside the pot at 42°C.
The maximum time for both functions is limited to 120 minutes. 
Both functions take priority over the Heat-up function.
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Induction hob

KEY-LOCK Function

The Key-lock function is useful when there are children present. 
However, the presence of an adult is still recommended 
when the appliance is in operation. Activating the Key-lock 
function turns off all cooking zones and prevents them from 
being accidentally turned on. Repeating the same action will 
deactivate the Key-lock function.

2 3

41
5

	- 5 zone models: The Key-lock function is activated, with 
the knobs in the 0 position, by simultaneously rotating the 
controls for zones 1 and 2 counterclockwise. The display 
will show [L][L][L][L].

Operation time limitation

Each cooking zone has a maximum continuous operating time. 
This depends on the set power level. If the operation time limit is 
reached, the corresponding zone will turn off.

Level Duration (ore)

U 2

1 6

2 6

3 5

4 5

5 4

6 1,5

7 1,5

8 1,5

9 1,5

P (10 min. [P], afterwards 80 min. [9])

Power management

Power management, when the Booster function is used, is 
carried out as follows: the most recent set cooking level takes 
priority over the other zones. The activation of a cooking zone 
will not be displayed if a power level that is too high is requested. 
In this case, the regular operation will only begin after reducing 
the power level by rotating the knob of the cooking zone 
counterclockwise, and the corresponding power level will then 
be shown on the display.

Overheating of the cooking zone

If a cooking zone overheats excessively during operation, the 
power will be automatically reduced, and the display will show 
the newly adjusted power level. At this point, only the power 
level can be decreased. Once the temperature of the cooking 
zone drops below the critical value, normal cooking can be 
resumed.
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Recommended cooking programs (purely indicative values)

knob position Type of cooking

1 - 2 Melt butter, chocolate, etc.

2 - 3 Heat small amounts of liquids, keep food warm, 
prepare sauces.

4 - 5 Heat solid foods, defrost frozen foods, omelets 
with 2-3 eggs, fruits, and vegetables.

5 - 6 Cook meat and fish, legumes in sauce, dishes 
with water, prepare jams.

6 - 7 Roast meat or fish, steaks, liver, eggs.

8 - 9 Boil large quantities of water, fry potatoes, etc.
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Use of the electronic programmer

Description of standard oven controls
S. Selector T. Thermostat

eco

S - Electric Multifunction Oven Selector
T - Thermostat

Use of thermostat (T)
This knob allows you to select temperatures from 30°C to 
300°C (M3).

Turning on and off
Select one of the cooking functions by rotating the selector (S) 
and adjust the temperature with the thermostat (T).
It is recommended to preheat the oven before baking.

Safety thermostat
The oven is equipped with a safety thermostat that 
disconnects the electrical supply. The thermostat resets 
automatically when the oven temperature drops. To reuse 
the oven, simply wait for it to cool down. If the thermostat 
is triggered due to a component malfunction, technical 
assistance should be contacted.

How to use the multifunction oven
Choose one of the 9 cooking functions by rotating the selector 
(S) and adjust the temperature with the thermostat (T). If your 
model has a programmer, set it for cooking.

Functions

1

Pizza cooking
This function is particularly suitable for cooking pizza, 
focaccia and bread. The main source of heat is from the 
bottom heating element that works in combination with the 
oven’s other resistances.

2

Normal static cooking
Is the oven’s classic function particularly suited to cooking 
the following foods: pork chops, sausages, cod, braised beef, 
game, roast veal, meringues and biscuits, baked fruit, etc.

3

Cooking from underneath
This is the most suitable form to finish food cooking, in 
particular confectionery (biscuits, meringues, leavened 
cakes, fruit desserts, etc.) and other foods.

4 eco

Eco cooking (M3)
It is the function that allows you to cook with a considerable 
saving on electricity consumption. To make the most of 
this feature it is useful, before inserting the ECO function, 
to introduce the dish inside the oven, positioning it in the 
center of the cavity. With the Eco function, cooking times 
adapt to slow cooking such as: braised meats, white meats, 
baked pasta, delicate pastries. This cooking cycle is not 
recommended for frozen foods. To select Eco cooking turn 
the selector knob “S” to position 8 and then, when the word 
“ON” appears on the display, hold down the “+” key of the 
programmer for about 2 seconds until the display shows 
the message “ECHO”. With Eco cooking the programmable 
temperature ranges from a minimum of 30 ° C up to a 
maximum of 300 ° C. Note: Eco cooking cannot be selected 
with the meat probe inserted.

Static electric oven
S. Selector T. Thermostat

OFF 0

250

200150

10
0

50

Functions

1

Normal static cooking
Is the oven’s classic function particularly suited to cooking 
the following foods: pork chops, sausages, cod, braised 
beef, game, roast veal, meringues and biscuits, baked fruit, 
etc.

2
Cooking from above
Especially suitable for browning and to give the final touch 
of colour to many foods; it is recommended for hamburgers, 
pork chops, veal steaks, sole, cuttlefish, etc.

3
Cooking from underneath
This is the most suitable form to finish food cooking, in 
particular confectionery (biscuits, meringues, leavened 
cakes, fruit desserts, etc.) and other foods.

4

Closed door grill cooking
The suitable function for fast and deep grilling, to brown 
and roast meats in general, fillet steaks, Florentine steaks, 
grilled fish and also grilled vegetables. Cooking with the 
electric grill must be made with the thermostat at 180 °C 
closed door.

5

Closed door grill cooking
The suitable function for fast and deep grilling, to brown and 
roast meats in general, fillet steaks, Florentine steaks, grilled 
fish and also grilled vegetables. Cooking with the electric grill 
must be made with the thermostat at 180 °C closed door.

6

Fan grill cooking
Particularly fast and deep with significant energy savings, 
this function is suitable for many foods such as pork chops, 
sausages, pork or mixed spits, game, gnocchi alla romana, 
etc. Cooking with the electric grill must be made with the 
thermostat at 180 °C closed door.

7

Intensive cooking
Is the quick and intense cooking function for various dishes; 
best for: baked fish, braised vegetables, spits, duck, chicken, 
etc.

8

Multiple fan cooking
Is the function that allows simultaneous cooking of different 
dishes without the smells blending; you can cook lasagne, 
pizza, croissants and brioches, tarts, cakes, etc.

9
• •••

••••••
• •

Quick Start 
This function is used to speed up the preheating of your 
oven. We suggest you use this function when setting a 
cooking temperature between 200 and 250° C. Using the 
QuickStart function for temperatures below 200° C does not 
offer particular advantages. To use the Quick Start function, 
turn the selector knob (S) until it is positioned on the symbol 
(9), then set the desired temperature with the thermostat 
knob (T). Once the oven has reached the temperature, the 
orange thermostat light goes off and the oven is ready to 
receive the food to be cooked. At this point, set the desired 
cooking function.
CAUTION: the Quick Start function is not suited to cooking 
food, it only serves to preheat the oven more quickly.
DO NOT USE THE QUICK START FUNCTION FOR MORE 
THAN 20 MINUTES.
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Use of the electronic programmer

Display

Symbols relative to the functions in progress:

MENU

1 32

A

Timer

MENU

1 32

A Duration and manual 
function

A
Automatic cooking 
icon

• Dot icon

(1) Functio selection 
button

A

[–]/[+]

A

[–]/[+]

2 - 3

Press button “3” to 
increase and button 
“2” decrease

SETTING THE TIME (12-HOUR CLOCK AM/PM)
After connecting the appliance or after a power outage, “0.00” 
and “A” will flash on the display.
	- Press button 1 for 2 seconds: the dot icon starts flashing. 

Set the current time using buttons 2 and 3. Seven seconds 
after finishing the adjustment, the new data will be saved.

	- Time correction can be carried out later:
Press buttons 2 and 3 for 2 seconds: the dot icon starts 
flashing. You can now set the current time.

CHANGE OF TONE (using buttons 2 and 3):

The tone of the acoustic signals can be changed as follows:
	- Press buttons 2 and 3 simultaneously.
	- Press button 1 to display the current tone (“ton.1”).
	- Press button 2 to select the desired tone from 1 to 3 (ton1 – 

ton2 – ton3).
WARNING! If the time is not set correctly, the oven may not 
operate.

MANUAL OPERATION
If the programmer is not in semi-automatic or fully automatic 
mode, the oven functions can be used in manual mode.

CLEARING THE SETTINGS
To clear the automatic function settings:
	- Press buttons 2 and 3 simultaneously.

SETTING THE TIMER 
The timer can be activated at any time, regardless of the status 
of the other programmer functions. The measurable time ranges 
from 1 minute to 23 hours and 59 minutes.
	- Press button 1 until the timer icon starts flashing and the 

display shows “0.00”.
To clear the timer settings:
	- Press button 1 to select the timer.
	- Press buttons 2 and 3.

COOKING TIMER
Press the OK button for 2 seconds to enter the programming If 
you want the oven to switch off at a specific time, you can set the 
cooking timer (semi-automatic mode).
	- Press button 1 until “dur” and “0.00” flash, together with 

the automatic cooking icon A.
	- Set the cooking time using buttons 3 and 2, from 1 minute 

to 10 hours.
After 7 seconds, the time will be saved and the current time will 
reappear. The automatic cooking icon (A) remains on the display. 
Select the oven temperature and function.
At the end of the cooking time, an acoustic signal will sound 
for about 7 minutes and the automatic cooking icon will start 
flashing.
Turn the control knobs and the thermostat knob to OFF. Press 
button 1, 2, or 3 to stop the signal and return to manual operation.

COOKING TIME WITH DELAYED START
If you want the oven to turn on for a specified cooking time and 
switch off at a set time, you can set both the cooking time and 
the end-of-cooking time (fully automatic mode).
	- Press button 1 until “dur” and “0.00” flash, together with 

the automatic cooking icon A. (Example: current time 5:30 
PM)

	- Set the cooking time using buttons 3 and 2 (from 1 minute 
to 10 hours). (Example: 1 hour)

	- Press button 1 until “End” and “6.30 PM” (end time) flash.
	- Set the switch-off time using buttons 3 and 2, up to a 

maximum of 23 hours and 59 minutes. (Example: 7:30 PM)
	- Set the thermostat and oven function knobs. The 

cooking icon disappears from the display. The oven will 
automatically turn on at the appropriate time (example: 
6:30 PM), corresponding to the difference between the 
end time and the cooking time. When cooking ends (7:30 
PM), an acoustic signal will sound for 7 minutes and the 
automatic cooking icon (A) will start flashing. Turn the 
knobs to OFF.

	- Press button 1, 2, or 3 to stop the signal and return to 
manual mode.

CHILD LOCK
	- All buttons are locked and the oven becomes inactive. 

This prevents children from accidentally operating the 
appliance.

	- Note: To deactivate the child lock, press and hold the MENU 
buttons for 3 seconds until the key symbol disappears.

MENU

1 32

A

	- To activate the child lock function, press and hold the 
MENU buttons for 3 seconds.

MENU

1 32

A

	- The key symbol will appear on the display (child lock active).

MENU

1 32

A

MENU

1 32

A



12

IMPORTANT: Introduce the food when the oven is preheated.

Grill cooking

For appliances with an electric grill, cooking is done with the door closed at 180°C. The food to be grilled should be placed on 
the corresponding grill, preferably on the fourth rack. 

Rack positions

There are 5 rack positions – position 1 is the lowest, and position 5 is the highest, close to the grill. If 
cooking a single dish, use rack position 3. If cooking multiple trays, depending on the height of the tray or 
the food, it is recommended to cook on rack positions 2 and 4. Use rack positions 4 and 5 for grilling and 
the grill pan on the bottom rack position 1 to catch any drips. The bottom rack position 1 can be used to 
slow down cooking or to reduce the temperature.

Convection oven  (indicative values)

DISH TEMP (°C)
4
3
2
1

5

TIME (MIN)

MEATS

Roast beef 170/180 2/3 40/50

Roast ox 170/190 2/3 40/60

Roast veal 160/180 2/3 65/90

Roast lamb 140/160 2 100/130

Rare roast beef 180/190 2/3 40/45

Roast hare 170/180 2/3 80/100

Roast rabbit 160/170 2 80/100

Roast turkey 160/170 2 160/240

Roast goose 160/180 2/3 120/160 

Roast duck 170/180 2/3 100/160

Roast chicken 180 2/3 90/120

FISH 160/180 2/3 15/25

PATISSERIE

Fruit cake 180/200 2 40/50

Margherita cake 180/190 2 40/45

Brioches 170/180 2 40/60

Sponge cake 190/200 2 25/35

Donuts 160/180 2 35/45

Sweet puff pastry 180/200  2 20/30

Grape flatbread 190/200 2 30/40

Strudel 160 2 25/35

Savoiardi biscuits 150/180 2 50/60

Apple fritters 180/200 2 18/25

Savoiardi pudding 170/180 2 30/40

BAKERY 

Bread 180/200 3 45

Pizza 250 3 10/20

Toast 185/195 2 7

Static oven (indicative values)

DISH TEMP (°C)
4
3
2
1

5

TIME (MIN)

MEATS

Roast beef 225 2/3 60/80

Roast ox 250 2/3 50/60

Roast veal 225 2/3 60/80

Roast lamb 225 2 40/50

Rare roast beef 230 2/3 50/60

Roast hare 250 2/3 40/50

Roast rabbit 250 2 40/50

Roast turkey 250 2 50/60

Roast goose 225 2/3 60/70

Roast duck 250 2/3 45/60

Roast chicken 250 2/3 40/45

FISH 200/225 1/2 15/25

PATISSERIE

Fruit cake 225 2 35/40

Margherita cake 175/200 2 50/60

Brioches 175/200 2 25/30

Sponge cake 220/250 2 20/30

Donuts 180/200 2 30/40

Sweet puff pastry 200/220  2 15/20

Grape flatbread 250 2 25/35

Strudel 180 2 20/30

Savoiardi biscuits 180/200 2 40/50

Apple fritters 200/220 2 15/20

Savoiardi pudding 200/220 2 20/30

BAKERY 

Bread 220 3 30

Pizza 250 3 10/20

Toast 250 3 5

INSTRUCTIONS FOR USE
Cooking charts

4
3
2
1

5
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Internal food temperatures with probe
IMPORTANT: Always insert the thermometer up to the handle so that the tip is in the center of the roast, not near the bone or in 
the fatty part.

DISH TEMP (°C)

Beef

Roast beef - Rare beef tenderloin 40-45

Roast beef - Well-done beef tenderloin 50-55

Roastbeef - Filetto di manzo ben cotto 60-65

Roast beef 80-85

Pork

Pork loin 65-70

Roast pork 80-85

Pork shoulder, pork shank 80-85

Pork chop 75-80

Boneless cutlet 70

Cured pork chop (Kassler) 65-70

Meatloaf 70-75

Veal

Roast veal 70-75

Roast veal with kidneys 75-80

Veal foot 80-85

Game meat

Game meat 75-80

Loin 60-70

Rare tenderloin 40-45

Medium tenderloin 50-55

Well-done tenderloin 60-65

Lamb 80-85

Roast 70-75

Poultry 85-90

Fish 85-90

INSTRUCTIONS FOR USE
Cooking charts
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CLEANING AND MAINTENANCE

Removing the door

To facilitate intensive cleaning of the oven, it is practical to 
remove the door by following these instructions:

1.	 Open the door
2.	 Move the latch C to the hinge section D following the 

steps:
3.	 Remove the door

1

C

D

2

3

Lamp Replacement

If the oven light is not working, disconnect the appliance from 
the power supply, remove the protective glass of the lamp, and 
replace the bulb. It is important to ensure that the replacement 
bulb is suitable for high-temperature use and has the necessary 
specifications for such an application.

1.	 Loosen with a flathead screwdriver
2.	 Remove the lamp cover glass
3.	 Remove the lamp:
4.	 Replace and close it:

1

3

2

4

Disassembly and cleaning of the glass

The oven door is made up of three glass panels. The cleaning 
of the glass parts is done using non-abrasive kitchen paper 
and a common detergent. Do not use rough abrasive materials 
or sharp metal scrapers to clean the oven glass doors as they 
may scratch the surface and cause the glass to break. The 
inner glass panels are removable (the middle glass should 
be correctly repositioned with the THERMOSTOP writing 
readable, as shown in figure 3) to make cleaning easier. To do 
this, it is necessary to disassemble the oven door.

ATTENTION: Any operation should always be carried out with 
the door removed from the oven and placed on a suitable 
surface to avoid damaging the front of the door. The middle 
glass must be correctly inserted with the THERMOSTOP label 
readable, as shown in the following images:

1.	 Unscrew the 2 screws on the right/left side of the top strip

2.	 Lift the top glass and slide it out

3.	 Slide out the middle glass
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Before performing any cleaning operation, disconnect the appliance from the power supply and close the main gas valve to the 
appliance. The worktop should only be cleaned once it has cooled down.

OVEN

COMPONENT CLEANING METHOD WARNINGS

Oven interior

It is recommended to clean the oven after each use. Dirt 
is easier to clean if it is prevented from burning at high 
temperatures repeatedly. Remove all removable parts and 
wash them separately with warm water and non-abrasive 
detergent. Clean the cooking cavity with a soft cloth soaked 
in a solution of warm water and ammonia, then rinse and dry.

Do not use steam cleaners for cleaning the oven interior. Do not use 
abrasive/corrosive detergents or sharp metal tools to clean the oven’s 
glass door, as they may damage the surface and cause it to break.

Tray Soak in a solution of warm water and mild soap. Dry after 
washing. Remove food residues immediately after use.

Racks Clean with hot water and non-abrasive detergents or with a 
suitable degreaser.

In case of baked-on and hardened dirt, it is recommended to soak the 
racks for a few hours before cleaning.

FRONT PANEL

COMPONENT CLEANING METHOD WARNINGS

Stainless steel/glass 
surface

Clean the details with lukewarm water and non-corrosive 
liquid detergent, then dry them with a soft cloth or 
microfiber cloth.

Shine is maintained through periodic cleaning with specific 
products typically available on the market. Never use abrasive 
powders.

Painted surfaces To maintain the characteristics of the painted parts, it is 
necessary to clean them frequently with soapy water.

Avoid leaving acidic or alkaline substances (vinegar, lemon juice, 
salt, tomato juice, etc.) on the painted parts, and do not wash the 
painted surfaces while they are still hot.

HOB

COMPONENT CLEANING METHOD WARNINGS

Stainless steel 
surface

Clean the components with lukewarm water and a non-
corrosive liquid detergent, then dry them with a soft or 
microfiber cloth.

Shine is maintained through regular cleaning with appropriate 
commercial products. Never use abrasive powders.

Enamelled surface To maintain the characteristics of the enamelled parts, they 
should be cleaned frequently with soapy water.

Avoid leaving acidic or alkaline substances (vinegar, lemon juice, salt, 
tomato juice, etc.) on the enamelled parts and do not clean when the 
enamelled parts are still hot.

Hob grids

Remove the grids and clean them with lukewarm water 
and a non-abrasive detergent. Carefully remove any 
encrustations. Dry them before placing them back on the 
hob.

Acidic substances such as lemon juice or other acidic detergents 
can irreparably damage the enamel on the grids. Dry the grids 
carefully with a cloth immediately after washing. Dishwasher 
cleaning is not recommended.

Glow plugs and 
thermocouples

Clean them with a damp cloth. Any dry residue should be 
removed with a wooden stick or a pin.

Ignition candles and thermocouples should always be checked and 
cleaned periodically.

Crowns, flame 
spreader, and caps

The flame spreaders and caps are removable for easier 
cleaning. Wash them in hot water with a non-abrasive 
detergent.

Carefully remove any encrustations and wait for them to be 
completely dry. In case of malfunction, ensure that the holes in the 
outer crown are always perfectly clean.

Induction hob Remove light stains with a damp cloth and then dry with a 
dry cloth.

Do not clean with corrosive or abrasive products. Do not use any 
items that could damage the ceramic glass hob. Ensure that the 
bottom of the pot is dry and clean, and that the glass surface is free 
of powders. Moving the pot could scratch the glass. Immediately 
remove any sugar, jelly, or jam residues to prevent damage to the 
glass.

CLEANING AND MAINTENANCE
Cleaning tips for the oven and front panel
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TROUBLESHOOTING
Generic problems

Attention 

	- During the warranty period, repairs can only be carried 
out by an authorized Service Center or by using the 
appropriate switch.

	- Before performing any repairs, disconnect the appliance 
from the electrical network, meaning unplug the power 
cord or use the appropriate switch.

	- Unauthorized interventions and repairs can cause electric 
shock or short circuits, so do not attempt them. Leave 
such work to authorized technicians.

	- In the case of minor issues, you may try to resolve the 
problem by following the instructions provided.

	- Service assistance during the warranty period is not free if 
the appliance malfunction is due to incorrect usage.

	- Faults or complaints caused by improper use or 
installation will not be repaired under warranty. Warranty 
costs will be borne by the user.

Small issues solvable without the help of a 
specialized technician

PROBLEM POSSIBLE CAUSE RESOLUTION

The flame is not 
uniform.

Improper gas 
adjustment.

The gas adjustment 
must be checked by an 
expert.

The flame suddenly 
changes.

Burner parts are not 
positioned correctly.

Correctly position the 
burner parts.

To ignite the burners, 
the ignition knob must 
be held down for a 
longer time.

Burner parts are not 
positioned correctly.

Correctly position the 
burner parts.

After ignition, the flame 
goes out.

The knob was not 
pressed long enough 
or was pressed too 
gently.

Hold the knob for a 
longer period before 
releasing it, press firmly.

The grate in the burner 
area has changed color.

A natural phenomenon 
due to high 
temperature.

Clean the grill with 
metal cleaner.

Electrical operation, 
in general, appears 
disturbed.

Igniter or terminal 
block damaged.

Check the igniter and/
or terminal block and 
replace it if damaged.

The electric ignition no 
longer works.

Food or detergent 
residue between the 
ignition electrode and 
the burner.

Carefully clean between 
the ignition electrode 
and the burner.

The burner caps are 
dirty. Normal dirt. Clean the burner caps 

with metal cleaner.

The display does not 
respond to commands.

Touchscreen display 
locked.

Open and close the 
oven door.

ANOMALIES
(INDUCTION HOB ONLY) CAUSES

The appliance and cooking 
zone do not turn on.

	- The hob has not been correctly connected 
to the power supply.

	- The protection fuse is blown.
	- The KEY-LOCK function is activated.

The symbol “U” appears on 
the display.

	- The pot has not been placed on the cooking 
zone.

	- The pot is not compatible with induction.
	- The diameter of the pot’s base is too small.

The symbol “E” appears on 
the display.

	- The electronic system is defective.
	- Disconnect the hob from the electrical 
network.

	- Contact the authorized service center.

The cooking zones do not 
function.

	- The safety system is activated.
	- The pot is empty, and the bottom has 
overheated.

If the ventilation remains 
active when the hob is off.

	- This is not a fault. The fan continues to 
operate to protect the electronics.

	- The automatic ventilation will stop 
automatically.
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INSTALLATION
Instructions for installation

 The installer is required to provide the user with the 
following information:

	- Check the integrity of the appliance and ensure all 
documentation regarding the product is present.

	- Verify that the appliance has all the included accessories.
	- Verify the proper use of the appliance (oven use, 

thermostat use, ignition and re-ignition of burners).
	- Suggest completing the warranty registration form.
	- Recommend applying a periodic maintenance service at 

least every two years.

  Gas leak
In case of a gas leak, close the gas supply and disconnect the 
appliance from the electrical network. Contact the authorized 
service center. All operations and maintenance must be 
carried out exclusively by authorized and qualified personnel.

  Attention
The appliance weighs more than 60 kg, so handling must be 
done with appropriate equipment.

Measures to be followed
To avoid bending the support feet, never drag the appliance. 
The correct procedure for positioning the appliance involves 
lifting it using proper equipment.

a

a (mm) models

900 F09 - F091 - FD09

1000 FD10

Directives / Standards
This equipment complies with the applicable current CE 
directives. This equipment conforms to the following directives/
regulations:
DIRECTIVE 2002/96/CE
LOW VOLTAGE DIRECTIVE 2014/35/EU
EU REGULATION GAR 2016/426
ELECTROMAGNETIC COMPATIBILITY DIRECTIVE 
2014/30/EU
ECODESIGN DIRECTIVE 2009/125
REGULATION NO. 1935/2004 (food contact)

Installation must only be carried out by qualified personnel in 
compliance with regulations in permanently ventilated premises, 
in accordance with the installation standards: UNI 7129-1, UNI 
7129-2, UNI 7129-3, UNI 7129-4, UNI 7131.

Room ventilation
This appliance is of the “A” type and therefore should not be 
connected to a combustion product discharge system. It must 
be installed under a hood or another smoke extraction system 
in compliance with current regulations. Knowledge and con-
sultation of the regulations are essential for a qualified installer. 
As a guideline, it is important to note that the air required for 
burner combustion is 2 m³/h for each kW of installed nominal 
power (see rating plate). If the appliance is used intensively 
and for prolonged periods, additional ventilation may be requi-
red. In such cases, open a window or increase the mechanical 
extraction power of the hood.

Installation of the appliance between 
cabinets

	- The appliance can be installed separately: class 1.
	- The appliance can be installed between two cabinets: 

class 2/1.
	- The appliance is protected against excessive overheating 

and can therefore be installed next to cabinets whose 
height does not exceed that of the worktop. The wall in 
contact with the back of the appliance must be made of 
fireproof material.

To install the kitchen correctly, follow these precautions:
A.	 The cabinets adjacent to the kitchen, whose height 

exceeds that of the worktop, must be placed at least 50 
mm from the edge of the worktop.

B.	 The extraction hood must be installed as indicated in its 
instruction manual, with a minimum distance of 650 mm 
from the worktop.

C.	 If the appliance is installed under a wall cabinet, the 
minimum distance between the cabinet and the worktop 
must be 700 mm.

M
in

.
 6

50
 m

m

M
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.
 7

00
 m

mMin.
 50 mm
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INSTALLATION
Instructions for installation

Mounting

Anchoring bracket

WARNING: risk of tipping 

WARNING: To prevent the appliance from tipping over, it 
is necessary to install this stabilizing device. Refer to the 
installation instructions.

Models:  90, 100,  cm. 

1.	 Unbox the kitchen and install the feet, adjusting to the 
desired height.

2.	 Measure the height between the floor and the top edge of 
the rear crossbar and add 15 mm.

3.	 Mark the total measurement on the back wall of the 
appliance, approximately at the center of the width of the 
kitchen. Drill a hole with an appropriate drill bit of 6 mm 
diameter and secure the bracket in place.

4.	 Ensure that the kitchen can rest against the back wall 
and, when in place, it does not allow tipping.

  ATTENZIONE! Il sistema anti ribaltamento è garantito 
solo se la cucina è installata con la schiena appoggiata alla 
parete posteriore.

INSTALLATION
Electrical connection

Cooking units with induction hob

WARNING! The appliance is supplied without a cable and 
plug; therefore, a standardized cable and plug must be 
installed, capable of handling the load (see table). The power 
supply cable must be positioned in such a way that at no point 
it reaches a temperature higher than 50°C above the ambient 
temperature.
For cookers with an induction hob, the 220/230/240 VAC3 
connection should not be made.

Power supply cable specifications

Mod. Power supply Connections Cable 
cross-section

Cable 
type

FBI095
FBI0915

220-240V a.c. 1P+N
50/60 Hz 1 fase + N  3 x 10* H05RR

380-415V a.c. 2P+N
50/60Hz 2 fase + N 4 x 4 H05RR

380-415V a.c. 3P+N
50/60Hz 3 fase + N 5 x 1,5 H05RR

FDBI095

220-240V a.c. 1P+N
50/60 Hz 1 fase + N 3 x 10* H07RN

380-415V a.c. 2P+N
50/60 Hz 2 fase + N 4 x 4 H05RR

380-415V a.c. 3P+N
50/60 Hz

3 fase + N 5 x 4 H05RR

FDBI105

220-240V a.c. 1P+N
50/60 Hz 1 fase + N 3 x 10* H07RN

380-415V a.c. 2P+N
50/60 Hz 2 fase + N 4 x 6 H05RR

380-415V a.c. 3P+N
50/60 Hz

3 fase + N 5 x 4 H05RR
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INSTALLATION
Electrical connection

Cooking zones with a gas hob
The following instructions are intended for the qualified person 
responsible for the installation, adjustment, and technical 
maintenance of the appliance, who will ensure that these 
operations are carried out in the most correct manner possible 
and in compliance with current regulations.  
IMPORTANT: Any adjustment, maintenance, etc. must 
be carried out after disconnecting the appliance from the 
electrical power supply.

Installation standards
Installation must be carried out in accordance with the 
applicable standards and regulations regarding electrical 
installations. If not, the manufacturer declines any 
responsibility. This manual also includes the wiring diagram 
for your appliance.
The appliances are designed to be connected to the voltage 
indicated on the nameplate.
Before connecting the appliance to the power supply, ensure 
that:
	- The characteristics of the electromagnetic switch or 

socket can support the appliance’s load (see nameplate 
data);

	- The power supply system must have an effective ground 
connection.

The appliance is supplied with a cable (1.8 m, available only 
in certain models) without a plug: the connection must be 
made, keeping in mind that the yellow-green cable is the 
ground conductor ( ) and must never be interrupted.

The power socket must be visible and accessible so that 
the appliance can be easily disconnected. For a direct 
connection to the network, the following conditions must be 
met:
	- The switch and domestic system must be able to support 

the appliance’s load (see serial number plate).
	- The power supply system must have an effective ground 

connection.
	- There must be a device that ensures disconnection from 

the network, with a contact opening distance that ensures 
complete disconnection in overvoltage category III 
conditions, in accordance with installation regulations.

	- The socket or switch must be easily accessible after the 
appliance is installed, with a minimum opening of 3 mm.

	- A disconnect switch from the fixed network must be 
integrated, in accordance with installation regulations.

The yellow-green ground conduc-
tor must never be interrupted, 
even by the switch. The power 
cable must be positioned so that 
it does not come into contact with 
surfaces that have a temperature 
exceeding 50°C above the 
ambient temperature. If the power 
cable needs to be replaced, 
contact the service assistance.

WARNING! The stove can be 
powered by single-phase, 
two-phase, or three-phase 
voltage. For the correct con-
nection to the electrical network, 
follow the diagram below that 
shows the terminal block, in 
particular the connection termi-
nals (1-2-3-4-5) and the various 
power supply lines (L1-L2-L3-N).
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INSTALLATION
Gas connection

To be performed by a qualified installer

Instructions (UNI 7129/7131)
a) CLASS 2 (subclass 2/1 - built-in stove between cabinets)
The appliances must be connected to the gas network using rigid 
or flexible metal pipes (maximum length 2 meters) suitable for gas 
appliances. The connecting pipes and their maximum lengths 
must comply with the applicable standards (UNI CIG 9891), be 
replaced before the expiration date (if indicated on the pipe), 
and connected to the appliance using the ISO R228 threaded 
connector with a sealing gasket, or ISO R7 (see figure below) with 
a metal seal on the thread (sealants may be used provided they 
are declared suitable for gas connections).

b) CLASS 1 (free-standing stove)

In addition to what is mentioned in paragraph (a), the connection 
may also be made using a flexible rubber hose according 
to UNI CIG 7140 (maximum length 1.5 m) fixed to the LPG 
hose holder with the corresponding clamp. The hose must be 
visible and inspectable for its entire length, with the obligation 
for replacement upon expiration date. It should not reach 
temperatures greater than 50°C at any point, should not 
be subject to tensile and torsional forces, must not present 
constrictions, and must not come into contact with sharp parts, 
edges, or similar items.

Gasket

Thread
ISOR228

Thread
ISOR7

It is recommended that after the connection is made, the 
tightness of the connections be checked using appropriate 
foam agents (NO FLAME).

Conversion for other gases
The appliance is delivered to operate as indicated on the 
nameplate attached to the appliance. If a conversion to another 
gas is required, proceed as described in the section “Adjustment 
and/or adaptation to different types of gas.”

  WARNING
Any maintenance operation, etc., must be performed by an 
authorized technician after disconnecting the appliance from the 
electrical network and closing the gas supply.

Adjustment and/or adaptation to different types 
of gas

U

AUX - SR  - R
1.	 Remove the grid and burners 

from the hob.
2.	 AUX - SR  - R Burners: Unscrew 

the “U” injectors using a 7 mm 
wrench and replace them with 
those intended for the new gas, 
according to the table below.

DCC
Unscrew the “U” injectors using a 7 mm wrench and replace them 
with those intended for the new gas according to table 

U

Minimum Adjustment

Control adjustment
When installing the appliance, it is necessary to check that the 
minimum setting of the burners on the hob and in the oven is 
correctly adjusted. If the type of gas is changed, the minimum 
adjustment is essential. The adjustment is carried out as follows.

Hob burners
1.	 Turn on one burner at a time and set the flame to maximum.
2.	 Remove the corresponding gas valve knob and insert a 

screwdriver either into the valve’s final part or into the screw.

3.	 Set the valve to the minimum position.
4.	 Unscrew by turning left to increase the flame, or screw in to 

the right to decrease it.
5.	 If using liquefied gas (Butane - Propane), the adjustment 

screw should be fully screwed in.
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INSTALLATION
Gas connection
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INSTALLATION
Electrical connections and installation diagrams

E = Electrical connection
G = Gas connection

Rear view

Side view

35 55

600

40

860÷920

E

G

76
0

900

10
0÷

16
0

E

G

76
0

900

10
0÷

16
0

E

G

10
0÷

16
0

76
0

1000

E

G23
0

90

A

B

F09 / F091 FD09 FD10

Mod. /mm A B

F09 191 160

FD09 121 84

FD10 121 90
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INSTALLATION
Key

00 Black
11 Brown
22 Red
33 White
44 Yellow
45 Yellow-green
55 Grey
66 Blue
AA Electrical ignition transformer
C Commutator
DU Wax thermal actuator discharging steam
EN Encoder
F Phase 
F1 Phase 1
K1 Earth wire terminal block
K2 Earth wire lower resistance
K3 Earth wire oven fan
K4 Earth wire circulating resistance
K5 Earth wire upper resistance
K6 Earth wire oven light 1
K7 Earth wire oven light 2
K8 Earth wire roaster
K9 Earth wire cooling fan.
K11 Earth wire oven thermostat
K13 Earth wire grill resistance 
K15 Earth wire frame
L1 Oven light
L2 Oven light
M Terminal block
MA Electrical ignition microswitch
MG Rotisserie
MP Door microswitch
N Neutral
P Timer\Clock - Timer\Programmer
PE Electric hotplate
R1 Upper resistance
R2 Lower resistance
R3 Grill resistance
R4 Circulating resistance
S1 Oven warning light
S2 Mains power warning light
SI Interface board
TF Oven thermostat
TS\TS1\
TS2 Safety thermostat

TT Tangential thermostat
V\VR Oven fan
VT Cooler fan
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INSTALLATION
Wiring diagrams

GAS HOB

N2 N1 F3 F2 F1M

 

6666 11 1111

 

SI

4ER1ER 3ER2ER

P1 d.160 mm
 

(1100/1400 W)

 

RE5

 

RR

RC

RL

FR

FC

FL

      

X1
/L

X2
/N

 

X1

X2

 

X1
/L

X2
/N

X1
/L

X2
/N

 

X6

X6

X18

X18

X8
11

11

66

66

11
66

66
11

11
66 66

11

 

66

 

66 66 66 11 11 11

 

45

 

SD

  

75.08014.710

75.08014.860

75.08014.110

 

P2 d.200 mm

 

(2300/3000 W)

 

75.471.160

75.471.096

 

P5 d.250 mm

 

(2300/3000 W)

 
75.471.097

 

P3 d.160 mm

 

(1400/2000 W)

 

75.471.173

 
P4 d.160 mm

 

(1100/1400 W)

 

75.471.160

5 INDUCTION ZONES BASIC
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INSTALLATION
Wiring diagrams

F (06-091)...M3

C mf
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6
7
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9
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G
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3

12N

D

F

H

O 13

EF

2
A 1
B

P 14

K1

45

K3 K5 K6

N F

M

K7 K9 K13 K15K8

TS

66 11

11

11

M

VT

11

TT

66

P

IN OUT

66

66

11

11

11
66 66

R4 mf
11

55

R1 mf

R2 mf

11

00
00

00

R3 mf
22

T
33

S1

S2

00

66

M M

MGVR

L1 L2

  

00

00

0022

22

66 66 66

66

66

33

33

33

66

44

66

33

33

6666

66 66

66 11

Q 15

MP

11 11

00

00

11
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INSTALLATION
Wiring diagrams

FD (09-10)...M3

C m
f

5 48 6711 910
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